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Boiling Point: 100°C
Specific Gravity (H₂O =1): 1.02 at 20°C
% Volatile (w/w): Approx. 85
Solubility in Water: Complete
pH (as supplied): 8
Physical State: Liquid
Viscosity: < 100 cps at 25°C
Flash point : > 93°C
Appearance and Odour: Turquoise liquid, floral scent

Non-Toxic
Biodegradable OECD 301
Non-Corrosive to eyes or skin
Inorganic phosphate-free
No ammonia
No bleach

No APE’s, NPE’s, NTA or EDTA
No Carcinogens
Not Regulated by Transportation of 
Dangerous Goods Regulation (TDG)
Concentrates effective when 
diluting with cold water
Reduce, Re-use. Recycle

All of our containers are fully recyclable
Our boxes contain at least 50% recycled fibre

Our 4L bottles are made with at least 25% 
post-consumer waste

Our labels use FDA approved 
vegetable based ink

PHYSICAL PROPERTIES

Carpet Cleaner

Safeblend Carpet Cleaner is specially formulated to safely clean and deodorize 
carpets using extraction or bonnet cleaning. Excellent for pre-treating stains or high 
traffic areas before cleaning. It is low foaming and has a pleasant floral fragrance. 

DIRECTIONS FOR USE:  
Preparation: Test for colourfastness in an inconspicuous area before use. Vacuum 
carpet thoroughly. Pre-treat any spots or stains with Safeblend Oxy-Blend Carpet 
Stain Remover and pre-spray traffic lanes or other highly soiled areas with Safeblend 
Carpet Cleaner 1:32 or 30 mL per litre of water allowing a dwell time of 10 minutes 
prior to extraction cleaning. If required, add Resistol Defoamer in extraction machine, 
30-60 mL in recovery tank. 
Application: For best results add 30 mL per litre of water (1:32) to extraction machine. 
Starting at the far end of the room, extract by overlapping strokes and making passes 
slowly.  Bonnet cleaning - immersion method: For best results, dilute 1:16 (60 mL/L). 
Immerge bonnet in diluted solution. Wring as dry as possible. Buff area with a 175-
300 rpm floor machine from left to right, overlapping each pass. 
Vacuum carpet when dry. 

NOTE: In order to conserve energy, please use unheated tap water for all dilutions. 
Turn bonnet pad over as the pad becomes soiled. Rinse dirty bonnet in clean water. 
STORAGE: Keep in a tightly sealed container in a well-ventilated room.  Do not store 
on surfaces that may come into contact with food products. Keep from freezing.

Clean
Safelywith For more information, 

please visit
www.safeblend.com

TECHNICAL 
DATA SHEET

Code:  RCXX

GHS: skin irritant category 2 and an eye irritant 
 category 2

Toxicity: Non-toxic to humans and animals
(LD50>5 000MG/KG, LC50>20MG/L).
Non-toxic to aquatic life using 
recommended dilutions (LC50≥100MG/L).

CFIA:  Accepted


